Centrimaster GX CATALOGUE
Fan charts - acoustic data - GXLF-5-014
Belt-driven, double-inlet,
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The total A-weighted sound 01  mds 0.2 0.3 04 05 06
power level to the outlet duct, 3 d
LyyA> can be read from the m°/h : : 101001 N 15%() 0 : 120#001
fan .dlagrarn. USC the fOl- ) Apb+pd 100 200 300 400Pa
lowing formula to determine
the sound power level in diffe-
rent octave bands:
Lwokt=lWA+Kok
where Kok can be read from
the table below:
Correction Ky, dB
Speed range Octave band, mit-frequency, Hz Lwt —Lwa
Sound path r/min 63 125 250 500 1000 2000 4000 8000
To the outlet duct 0 -800 4 -2 3 -5 -4 -8 -10 -15 6.7
801 - 1800 3 -3 3 -4 5 -7 -10 -15 6.1
1801 - 4200 2 -3 -4 -5 6 -6 -9 -14 54
To the surroundings 0 -800 -1 0 1 -2 -2 -6 -9 -15 4.3
from a free-inlet fan 801 —1800 -3 -2 1 -1 2 -6 -8 -15 315
1801 - 4200 -5 -3 2 -3 2 -4 -8 -12 2.7

Specifications are subject to alteration without notice




